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F I N I S H • M A S T E R

Portable Classifier/Separator
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Classifier/Separator

Classifying media: Maintaining media sizes is very important to keep machines 
& processes functioning properly, and to avoid media lodging in the work pieces. 
Classifying media allows for a stricter validation to all processes in all industries.

The vibrating action can  be generated anywhere electrical or pneumatic 
connections are available. Available with a 110V 1-phase or 230/460V 3-phase 
motor.  Variable amplitude on air model allows selection of the most efficient 
vibrating screening action for different meshes and materials.

Parts/media separation: With easily changeable screens, this is a very efficient 
means to separate parts from media, or media from parts, when sizes allow.
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Portable Classifier/Separator

Model A B C D E F Voltage/Phase

MS-3600S 31.25” 16.25” 16.5” 37.75” 48” 42.25” 110V, 1 Phase or 230/460, 3 Phase

101 Circuit Dr., North Kingstown, RI 02852 

• Tel: 401-667-7902 • Fax: 401-667-7904
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The MS-3600 Portable Classifier/Separator is shown below 
with a common “roll away” stand that allows for easy mobility 
between screening processes.  Other mounting options are 
available to meet your screening needs.

Dimensions

Custom bench top modification available for any height requirement.

A 4” center discharge outlet option is available (welded assembly).

18” screens available in various sizes, and both mesh and stainless steel.

Mesh screens available (by opening size): .0742”, .132” (1/8”), .187” (3/16”), .279” 
(1/4”)

Stainless steel screens available (by opening size): .0742”, .0954”, .108”, .132”, 
.159”, 3/16”, 1/4”, 5/16”, 3/8”, 7/16”, 1/2”, 9/16”, 5/8”, 3/4”, 1”

More screen opening sizes are available by request.


