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Wheel Sand Blaster Cabinet
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Features & Benefits
▪ Optimized Surface Preparation: Achieves a precise 

roughness of 28μm–35μm, ideal for enhancing powder 
coating adhesion and long-term durability.

▪ Rapid, Repeatable Performance: Shot blasts each 
wheel in as little as 60 seconds per side, with 
automated timer controls to ensure consistent, high-
quality results every cycle.

▪ Handles Tough Jobs Efficiently: Effectively processes 
heavily corroded surfaces in 90–120 seconds and 
supports quick 20-second wheel loading to maximize 
throughput.

▪ Operator-Friendly & Labor-Reducing: Designed for 
ease of use with intuitive controls that streamline 
workflow and reduce manual effort.

▪ Durable, Low-Maintenance Build: Rugged 
construction ensures long-lasting performance and 
minimal upkeep in demanding environments.

The Bel Air FM-WB-100 Wheel Sand Blaster 
Machine is a high-performance, automated 
blasting cabinet designed for rapid, precise 
surface preparation of automotive alloy 
wheels. This machine ensures consistent, 
repeatable results that enhance adhesion for 
powder coating and other finishing 
applications. With user-friendly controls and a 
robust design, the Wheel Sand Blaster is an 
essential solution for professional wheel 
refurbishment and finishing businesses.

Precision Blasting for Alloy Wheels

Specifications
▪ Adhesion for Powder Coating: Model: FM-WB-100
▪ Dimensions (Including Dust Collector Unit & Control 

Panel):

▪ W x H x D: 1240 x 1810 x 2200 mm / 48.8 x 71.2 x 86.6 in
▪ Blast Chamber Size:
▪ W x H x D: 800 x 765 x 850 mm / 31.5 x 30.1 x 33.4 in

▪ Turbine Speed: 2900 RPM
▪  Requirement: 8–10 kg
▪ Power Supply: 415 VAC, 50 Hz, 3 Ø

▪ Power Consumption: 15 kW
▪ Dust Extractor Air Flow Rate: 600 m³/hr
▪ Residual Dust Content: ≤ 1 mg/N m³
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