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FMT & FK Series Horizontal 
Tumblers
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Bel Air’s FMT & FK Series Horizontal Tumblers 
are industrial barrel tumbling machines 
engineered for wet or dry finishing, parts 
cleaning, and consistent surface refinement 
across a wide range of metal and plastic 
components. Their horizontal tumbling 
action delivers uniform, repeatable results for 
deburring, polishing, descaling, and edge 
radiusing, ranging from aggressive material 
removal to high-luster polishing.

The FMT Series features a single-barrel 
design that is ideal for large parts, long 
geometries, or dense loads requiring full 
working volume and smooth, controlled 
motion.

The FK Series provides the same finishing 
performance in multi-compartment barrel 
configurations. This allows users to isolate 
batches, process multiple part types, or 
manage mixed geometries within a single 
cycle while maintaining consistent surface 
finish.

FMT-3036

• Continuously welded structural-steel frame for rigidity and long-term durability
• Polyurethane-lined stainless-steel barrels for wear resistance and consistent finishing
• Flanged barrel mounting system for fast changeover and simplified maintenance
• Posi-Lock door with dust seal for safe, clean loading and unloading
• Direct-drive system with VFD for smooth, low-maintenance operation
• Automatic load/unload positioning with precision TEFC brake motor
• PLC controls with jog, forward/reverse, and emergency-stop safety
• Safety-gate interlock for operator protection and compliance
• Made in the USA

Key Features
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FMT Series

Model Capacity (cu. ft.) Compartment Configuration Motor Notes

FK2024-1L 4.8 One (1) × 24″ lined 
compartment 3/4 HP Single-chamber processing

FK2024-2L 4.8 Two (2) × 12″ lined 
compartments 3/4 HP Split-batch / part isolation

FK2530-1L 8.98 One (1) × 30″ lined 
compartment — Large single-part capacity

FK2530-2L 8.98 Two (2) × 15″ lined 
compartments — Balanced dual processing

FK3030-1L 12.96 One (1) × 30″ lined 
compartment — Larger format part finishing

FK3030-2L 12.96 Two (2) × 30″ lined 
compartments — Dual large-part batch 

capability

FK3048-1L 20.72 One (1) × 48″ lined 
compartment — Long-part finishing

FK3048-2L 20.72 Two (2) × 24″ lined 
compartments — Medium + large batch 

flexibility

FK3048-3L 20.72 One (1) × 18″ + Two (2) × 15″ 
compartments — Mixed-geometry processing

FK3060-1L 25.92 One (1) × 60″ lined 
compartment — Extra-long part capability

FK3060-2L 25.92 Two (2) × 30″ lined 
compartments — Even load distribution

FK3060-4L 25.92 Four (4) × 15″ lined 
compartments — High-volume multi-part 

workflow

FK3648-1 30.0 Single horizontal vessel — Custom / high-capacity 
production

Model Barrel Dimensions 
(Dia × Length) Barrel Volume Load Capacity Motor Voltage/Phase

FMT-3036 30” × 40” 14 cu. ft. 400 lbs 3 HP, 10–24 RPM 230/460 V, 3-phase

FK Series

Specifications
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